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Includes...
HVR QUICK START GUIDES
HVR USER TRAINING GUIDE
WARRANTY INFORMATION
SOFTWARECD

Vision Controls Corporation
455 E. Industrial Drive
P.O. Box 94
Hartland, WI 53029

Technical Support: 262.369.8798

Sales & Service: 262.369.8797
eFAX: 312.602.1356
WwWw.Visioncontrols.net
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Software CD Enclosed:

1. QUICK START GUIDE

2.USER TRAINING GUIDE
3.REMOTE USER TRAINING GUIDE
4. COMPLETE USER MANUAL

5.2007 WARRANTY INFORMATION



1 Power Switch 8  Analog DVI Monitor Output
2  AC Power Socket 9  Composite Video Output

3 PS/2 Mouse Port 10 Remote Input

4 PS/2 Keyboard 11 Camera Connector 1

5 USB Port 12 Camera Connector 2

6 RJ-45 Ethernet Port 13 USB License Key

7 VGA Monitor Output 14 Camera Dongle

Quick Setup Instructions:
Connect the power cord to the AC power socket (  2)
Connect the keyboard and mouse to the correct ports 4) (3)
Connect the ethernet cable if necessary ( 6)
Connect the monitor(s) to the corresponding port(s) (7) (8) (9)
Connect the USB license ( 13) dongle to a USB port ( 5)
Connect the camera dongles to the correct ports ( 11) (12)
Connect the camera(s) to the camera dongles ( 14)
Make sure the power switch is in the on position | (1)
Press the toggle power button located on the front of the DVR

All camera(s) should display on the monitor after b ooting



1 Side Door Latch 9  Analog DVI Monitor Output
2 Power Switch 10 Composite Video Output

3 AC Power Socket 11 Remote Input

4 PS/2 Mouse Port 12 Camera Connector 1

5 PS/2 Keyboard 13 Camera Connector 2

6 USB Port 14 USB License Key

7 RJ-45 Ethernet Port 15 Camera Dongle

8  VGA Monitor Output

Quick Setup Instructions:
Connect the power cord to the AC power socket (  3)
Connect the keyboard and mouse to the correct ports (4) (5)
Connect the ethernet cable if necessary ( 6)
Connect the monitor(s) to the corresponding port(s) (8) (9) (10)
Connect the USB license ( 14) to a USB port ( 6)
Connect the camera dongles to the correct ports ( 12) (13)
Connect the camera(s) to the camera dongles ( 15)
Make sure the power switch is in the on position | (2)
Press the toggle power button located on the front of the DVR

All camera(s) should display on the monitor after b ooting
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Exit the HVR Software

Camera (live display)

Guard: Setup for event detection
Scan: Turn on/off auto scan option
Set: General system setup

Schedule: Scheduled recording setup
Start: Start/Stop services

10
11
12
13
14

Play: Brings up playback interface

Time: Date and Time

Disk: Shows available space

Views: Change the layout views

PTZ: PTZ controls

Max: Maximizes cameras / hides controls
Min: Minimizes the HVR application



Minimizes HVR software / Makes the
camera(s) full screen without logging out

<+ Red light present means
camera is recording.

“In:0, Out:0” shows
counting application is on.
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If you right-click on the PTZ
camera view and click ENABLE
MOVE, your curser will change tdg

A—1b
a movement curse T and you

can click anywhere on the PTZ
camera screen and have the
camera move there instantly. (Thjs
is the most efficient way to move
the camera if using the buttons is
too slow.)

Clicking here will bring up the
Preset list. Just click on the press
position you want the PTZ camerp
to jump to.
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(Make sure to select which
camera you want to use
during “Search Mode” by
clicking the camera. A red
outline will represent that
the camera is selected.)




1%
%

% 8 %
=& 3
. 04" =& %
3
04" =&
%
" = ;<
$ ™ =7 <
() %
% G
% 1%
% %
( %
%




" 12# ' & # % %

% "-%
% %

% %




%
%

%
/ L
/0 ) )
%
#1x ) %
1 %
L # ) %
— 1 %
* ) %
1 %
)" )
%
" /1 %
? %
% 4
" # %
4 % "
/ %

%




A )
+
"A #<
%
+ %
%
/] " " $ 56
<
o $
nom 7
%
& #
% %
" #
%
? 1
" "1




Vision Controls Hardware Warranty

General Information

Vision Controls provides buyers of our productdwatmanufacturers’ standard 3 year limited warrasty
described within this document. The customer atsthe option of purchasing an extended warranty.
During its duration this warranty covers parts aadvice related labor (freight is not included)tekfthis
duration, the buyer assumes all part, labor anghséint costs. (Vision Controls offers service cartgdor
additional technical support and support serviGasitact your Vision Controls Media Specialist for
service contract information and terms.)

Limited Warranty Terms

Vision Controls manufactures its products from rf@kdware components in accordance with industrydstal
practices. Vision Controls warrants its manufadyseoducts against hardware defects and
workmanship. Vision Controls warrants its proddotsa limited, 3 year term beginning on the date of
invoice. This warranty covers against damage dwhifgping the products to the customer. Howevés, th
warranty does not cover damage due to externaksaireluding accident, abuse, misuse, variations o
problems with electrical power, natural disastsesyicing not authorized by Vision Controls Corgura,
usage not in accordance with product literaturigyriato perform required preventative maintenance,
problems caused by third-party software, or prolsleesulting from hardware parts or components not
supplied by Vision Controls.

Warranty Coverage

As stated previously, warranty coverage becomex#fe on the invoice date. Vision Controls wilpedr
or

replace products returned to our facility coverader this limited warranty. To request warrantyges,
customers must call Vision Controls’ technical smppvithin the warranty period to determine the
appropriate action. In the event that servicedsiired, our technical support will require the butge
complete a Return Material

Authorization (RMA) Form. You can download this fiofrom our website (www.visioncontrols.net).
Customers must ship the products to Vision Conirothe original packaging. If the original packagiis
unavailable, Vision Controls will supply the pantwgth the appropriate shipping container and itsser
upon request for a nominal fee. Any damage caugddilore to ship the product in an authorized piig
container will not be covered under this productramaty.

The customer assumes responsibility for cost gffshg to Vision Controls. Only authorized shipment
methods will be acceptable. Vision Controls is Iradile for any loss of product during shipment. If
authorized shipping methods are not used Visionti@twill not be held responsible for any damage
caused during shipping.

The customer should note that Vision Controls umsg and reconditioned parts made by various
manufacturers when performing warranty repairs\anen building replacement products. In additioe, th
customer should also note that Vision Controls oalhparts removed from replacement or repaired
products.

Extended Warranty

A one year extended warranty may purchased foctspteducts for up to two additional years beydmal t
standard one year warranty. The extended warrgsttgrocovers: software maintenance, software
upgrades, hardware

failure, remote pc and phone support.

The extended warranty costs $195 per system per yea

Main: (262) 369-8797..........ccvvvennnnns www.visioncontrols.net

Support: (262) 369-8798................... support@visioncontrols.net

Fax: (312) 602-1356........c..ccccvvnennnnes info@visioncontrols.net
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Vision Controls Corporation
P.O. Box 94, 455 E. Industrial Dr. Bldg. 2, Hartlaiwl 53029
Ph: 262-369-8797 Fax: 312-602-1356 www.visioncdetnet




